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2" NPS,SCH. 40, 2
3/8" 0.D. TENON
8 (TYP.)
KADJUSTAB'—E FOR 1 1/4” THROUGH 2" PIPE ADJUSTABLE FOR 1 1/4" THROUGH 2" PIPE — OR AS SPECIFIED
|
1)
DAVIT ARM 6063-T6 ALUM.
RESIDENTIAL LUMINAIRE ARTERIAL LUMINAIRE TAPERED 6" X 3 1/2" X .188"
WALL, SATIN GROUND FINISH,
TANKO LIGHTING - COBRA HEAD BETA LED #STR-LWY-3M-HT-12-D-UL-SV 80 GRIT. RADIUS = 59"
EW-3870-250IM-50-1-T3-FL1-2-5BG
SLIPOVER JOINT,-SHAFT INSERTED
12" INTO DAVIT ARM, (2) 5/8" X 7" ——
LG. S/S HEX HEAD BOLTS,-NUTS, — " __|
FLATS & LOCK WASHERS LOCK
, THE ASSEMBLY.
‘ 3' MAX. Or“
; ELIMINATE ALL SLACK o
[ N
HANDHOLE \ | / INSULATED GROUNDING BUSHING o
BOND / INSTALL COMPLETE WITH
| BOLT COVERS
QUICK DISCONNECTS (STD. / 2" NOM. GROUT PAD WITH
SPEC. 9-29.7 )
J-BOX ) 1/2" DRAIN HOLE 6063-T6 ALUM SHAFT TAPERED
8" X 6" X .250 WALL SATIN ——m=t-
\ | + d ) ,/_ FLUSH w/ SIDEWALK GROUND FINISH, 80 GRIT
| 1" MAX. = ;\, . 4" X 6" FLUSH HANDHOLE
) V : ” LR C/W SIS HARDWARE &
N R I T T
§ 1" CHAMFER : ” A GROUND WIRING
L S Al s CAST ALUM. SHOEBASE (COMPLETE)
S #4 HOOPS AT 1-0" N e,
CENTERS L . r/‘; - STREET LIGHT BASE SHALL
b el
) SRR TR BE FLUSH WITH SIDEWALK
; 3 ¢ == . AND/OR CURB
4 . A .
« Waa o | v
2" SCHD. 40 PVC CONDUIT NS YA s 4 N SIDEWALK
LeNd _\ 2% |
/ CURB —

EIGHT #7 BARS

A N
R L SIEEPR R E[F X
EVENLY SPACED a - T .

PORTLAND CEMENT La e, c
CONCRETE CL. 3000 (SEE ——=—{. "~ . . 4.7 .74
POLE FOUNDATION DETAIL) TR AP POLE PLACEMENT
ADJACENT TO
' SIDEWALK —#=—f
5/8" x 100" COPPER-CLAD 3 OR AS APPROVED
GROUND WIRE SQUARE OR ROUND

BY CITY ENGINEER

NOTE:

1. All WORK AND MATERIALS SHALL CONFORM TO THE NATIONAL ELECTRICAL CODE (NEC).

2. JUNCTION BOX, CONDUIT AND CONSTRUCTION METHODS SHALL BE PER WSDOT - TYPE 1 UNLESS OTHERWISE
SPECIFIED AND APPROVED BY THE CITY ENGINEER.

3. ALL ELECTRICAL CONDUIT SHAL BE A MINIMUM OF 2" DIA. AND MAINTAIN 24" MINIMUM COVER. SWEEPS AND
PLAN LOCATION SHALL BE PER POWER COMPANY AND SHALL BE DETAILED ON THE PLANS PRIOR TO APPROVAL.

4. ALL SERVICE CONNECTIONS WETHER INDIVIDUAL OR MULTIPLE POLES SHALL BE PEDESTAL MOUNT ONLY.

SERVICE CONNECTIONS SHALL NOT BE ALLOWED TO BE ATTACHED TO THE POLE.

SERVICE PEDESTALS SHALL BE METERED.

6. LUMINAIRE SHALL BE LEVELED IN BOTH DIRECTIONS AFTER POLE IS PLUMBED.
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